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Pipeline and Hazardous Materials Safety Admin., DOT Pt. 172, App. D 

APPENDIX C TO PART 172—DIMENSIONAL SPECIFICATIONS FOR RECOMMENDED 
PLACARD HOLDER 

APPENDIX D TO PART 172—RAIL RISK 
ANALYSIS FACTORS 

A. This appendix sets forth the minimum 
criteria that must be considered by rail car-
riers when performing the safety and secu-
rity risk analyses required by § 172.820. The 
risk analysis to be performed may be quan-
titative, qualitative, or a combination of 
both. In addition to clearly identifying the 
hazardous material(s) and route(s) being ana-
lyzed, the analysis must provide a thorough 

description of the threats, identified 
vulnerabilities, and mitigation measures im-
plemented to address identified 
vulnerabilities. 

B. In evaluating the safety and security of 
hazardous materials transport, selection of 
the route for transportation is critical. For 
the purpose of rail transportation route 
analysis, as specified in § 172.820(c) and (d), a 
route may include the point where the car-
rier takes possession of the material and all 
track and railroad facilities up to the point 

VerDate Mar<15>2010 15:30 Dec 30, 2010 Jkt 220213 PO 00000 Frm 00415 Fmt 8010 Sfmt 8002 Q:\49\X49\220213.XXX ofr150 PsN: PC150 E
C

02
M

R
91

.0
61

<
/G

P
H

>


		Superintendent of Documents
	2014-08-25T14:31:43-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




